VZ-IP-PVMN SERIES
23", 27" & 32" IP PUBLIC VIEW MONITOR

IP SEARCH TOOL MANUAL

ViewZ

www.viewzusa.com

Please read this manual thoroughly before use, and keep it handy for future reference.



IP SEARCH TOOL
nstuctons

Note

e [P Search tool finds IP devices on the network and change the IP address of devices. Here are the steps to
use this program.

u Connect the computer in LAN, and double click “Tools.exe” to execute the program.

Tools_1.5.498 18
0606
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QUICK START

2. Software Interface

ViewZ

u Software interface shown below will appear.

0 Device is searched @ o

aLL [ nvr [ e [ DVR

[ Online

O |De'vice [5]

|Port 1P Platform |ProdudModel Software Version

Device Time

0 device is selected
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IP SEARCH TOOL
et

u Click “Search” button to automatically search the IP devices on the network, as shown below.
= — 0O =
0 Device is searched o
ALL 2 nvR B iPc [ DVR O Dnline:'

O ‘ Device ID ‘ Port P Platform |ProductMDde| Software Version Device Time

Modify ip 0 device is selected + i

It will search for IP devices on the same network, and show the “Device ID”, “IP Address” ,”Product Model”
and “Software Version”

You can click “Search” again, Stop the search when you find device/devices that you want.
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QUICK START

ViewZ

4. Change IP address of IP Camera

u To change the IP device’s IP address, select the device from the list and then click "Modify IP" to
change the IP address. You can also change the other network parameters by doing the same.

Mode @ Static (O DHCP

Begin IP 192. 168. 0 . 199
[] setall the selected devices to this IP

Subnetmask 555, 255, 255. O

Gateway 192. 168. 0 . |

select the number of devices 1

Automatic Manual

= — 0O X
10 Devices are searched @ &
ALl [ wvr [ ic [ DVR [] online
O | Device ID ‘ Port P Platform | ProductModel Software Version Device Time
(] DE318F 30001 192.168.0.122 0701 iPVMZ v3.3.0701.1002.147.0.70.1.22
10732D 30001 192.168.0.119 0804 iPVMZ v3.5.0804.1003.147.0.27.13.12
[l 0B2ADA 30001 192.168.0.224 0701 iPVMZ v3.3.0701.1002.147.0.70.1.22
[ 0D75F9 30001 192.168.0.196 0701 IPVMZ v3.3.0701.1002.147.0.70.1.20
(| 101172 30001 192.168.0.120 0804 iPVMZ v3.5.0804.1003.147.0.27.9.10
{51
(] oDoz2sD 30001 192.168.0.201 0701 iPVMZ v3.3.0701.1002.147.0.70.1.22
] '
E 0OE326A 30001 192.168.0.121 0701 iPVMZ v3.3.0701.1002.147.0.70.1.22
] 09CCBE 30001 192.168.0.199 0701 iPVMZ v3.3.0701.1002.147.0.70.1.20
1 device is selected + J||_1|L

User Manual Visit the ViewZ USA website at https://www.viewzusa.com


https://viewzusa.com/security
http://www.viewzusa.com/security

IP SEARCH TOOL

5. Complete

u Once the changes have take place, the message shown below will be prompted to confirm the change.

= — O X
10 Devices are searched @ &
ALL [ nvr [ e [ DVR [ online
O |De'\r|'ce 5] |Pcrrt P Platform |ProduclMode| Software Version Device Time
[1 O0E318F 30001 192.168.0.122 0701 iPYMZ v3.3.0701.1002.147.0.70.1.22
[]
3
[1 ob7sFe 30001 192.168.0.196 ¥3.3.0701.1002.147.0.70.1.20
O 1on72 30001 192.168.0.120 v3.5.0804.1003.147.0.27.9.10
B
[1 oDo28D 30001 192.168.0.201 ¥3.3.0701.1002.147.0.70.1.22
[.]
[ 0E326A 30001 192168.0.121 v3.3.0701.1002.147.0.70.1.22
[0 09CCBE 30001 192.168.0.199 . ¥3.3.0701.1002.147.0.70.1.20
oK
Modify ip 1 device is selected + 1T
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