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1. Please install the Monitor Control program CD into the CD—-ROM

2. Please set up to “setup.exe”
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3. Please run the Monitor Control program
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4. After execute the program, Monitor Control tap will be
appear.
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Main Display (TCP/IP Set) View Z

Setting Q@@
setial ITHIF'

Please set the Ethernet port

| — Please select compatible Ethernet card(LAN card)
Netmask 5EF, 756 755 [ — Do not change UDP port and TCP port.

Gateway 192, 168,91

Mac Address AC-22-01B-CD-C4-6]

UDP Part g00g
TCP Part 9761

Cancel || 0K, |
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Main Display (Monitor Control - Connect) ViewZ

fip <
i m -
© T SEE | @ please click “IP Installer”,
@ @ @ new window show in bottom
IF Installer Attach
Send - “ ”
Send source Image Dizplay Sound Systern 05D ® Pl-etaS? ;Ilchk U'pdla'ti ’ UNL
04 FF 20 65 &0 &0 00 00 FE 74 monitor(s) snow In list.
Madel D AL 3 And it find Monitor(s) Until
press “'stop” button
Tfi:i:: = Source HOAL v
030CF18 (3 Please click “Model Search”,
443480
B R Power oFF Model ID of UNL monitor(s)
05 00 F18 show in list
1143480
0D FF 20 65 80 08 00 00 00 00 00
FE EE O
(@ Please click “Start”
or "Stop”, tab view will be
active or inactive.

@ .

[ ALL [ 127.0.0.1 Add

Model 1D IP MAC Update Time
01 ALL 192, 168,9,161 00-1E-CO-8C-55-73 2014,03,17 16:15:44
Oz ALL 192,168,914 00-1E-C0-8C-52-C7 2014,03,17 16:15:46
3 ALL 192,168,9,140 00-1E-C0-8B-Ch-45 2014,03,17 16:15:47
4 ALL 192,168,9,162 00-1E-C0-88-DF-AD 2014,03.17 16:15:47
5 33 192,168,9,160 00-1E-C0-8B-B3-FE 2014,03,17 16:15:48
6 ALl 192.168.9.158 00-1E-CO-8B-CC-9F 20140317 16:15:49
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Source Image Display Sound Systemn 0sD

If the user set it as “All” then one image can be display
in all monitor or each monitor can be display

separate images by user can designated the ID #

to each monitor.
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ViewZ




Model ID setting ViewZ

System

Please set up the each individual monitor ID #

at the monitor OSD menu.

>

System

Image Rotation

Key Lock

-Model ID # can be set from 0 to 100 at the
monitor OSD menu.

-Model ID # on the monitor control program
can be set as “All” or 0 to 100.

Model ID

Control Mode
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Image Rotation On

Key Lock Off

Control Mode RJ45
B
Reset | 2
. 1550 0
$ : Move » : Select QS Menu

MonitorControl (Ver.2.02.08) [I@@
¢ Debug Mode  Help

top IP Ingtaller Attach Modal Search

Source ‘ Image Display Sound System 0sD
Model ID ALL B

Saurce [HOMI v [_FEAD

Power OFF

MonitorControl (Ver.2.02.08)
¢ Debug Mode Help

IP Installer Attach Model Search

Vi

Source | Image Dizplay Sound System (a151]
Model ID v E
Source [HOMI ¥ [ READ ]

Power OFF

If user want to show different contents in each
individual monitor, Model ID in OSD menu & Model
ID in Monitor program has to match.

If user want to show one image in all monitor, user
have to set the model ID # as All in
Monitor control program.
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: Debug Mode Help

fop IP Installer Aftach MModel Search
Source Image Display Sound Systemn ash
Model 1D ALL =
Source HOMI R READ

Power OFF

The user can turn/off the monitor via Monitor control program.

-The user can control the power by click Model ID # on Monitor
Control program.
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Main Display (Monitor Control - Source) View7Z
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Source can be changed from this tab

-After the user designates the monitor by click specific
model ID # that he or she wants to control and the user
check the specific source as shown on the tab, it will
change as it is.

% All of features can be operated to monitors connected.
Model ID # of monitor can be set on monitor OSD menu.
If user set as “"ALL", all the monitor connected will
be showing one image regardless of Model ID #.
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MonitorControl (Ver. 2.02.08)
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Source Image Display Sound
Brightness J

Contrast J

Color Temp

Zoam ® 16:9 [OF:5:

IP Installer Attach Maodel Search

Systemn
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45~
User setting
R [256
G |55
B [255

LRARE RANE S 2

05D

Image can be changed from this tab
It change the brightness, Contrast, Color Temp,
Zoom

“READ" button is able to information of
Monitor to same Model ID in Source tap.

After read, if success, change orange color and
each element.

ViewZ

12




Main Display (Monitor Control - Display, Sound) VvV

MonitorControl (Ver.2.02.08)

i Debug Mode Help

Stop IP Installer Attach

Model Search

Systemn 0sD

Auto Adjust

Display Position

Auta Color

o0
: Debug Mode Help
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Stop IP Installer Attach
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This tab can be used to PC-RGB(VGA).

This tab can be used to Volume, Mute.

Z
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Main Display (Monitor Control - System, OSD) ViewZ

MonitorControl (Ver.2.02.08) E@E
¢ Debug Mode Help

1P Installer Attach Model Search
Source Irmage Display Gound ey e

READ

System can be changed from this tab
It change the Language, Key Lock, Image Rotation.

language English b

Key Lock O ON @ OFF

Image Rotation oo @ OFF

MonitorControl (Ver.2.02.08) ([=1]
¢ Debug Mode Help

IP Installer Attach Model Search

Source Image Display Sound Systern QzD
:
OSD can be changed from this tab
et e d It change the Timer, Rotation, Transparancy
FRotation g e
Transparancy J i} ¥

- END -
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